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MD 32 IS ASSUMED TO RUN
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CONDUIT TO WEST
LINDEN CHURCH RD.

CONSTRUCTTION DETAILS

A. REMOVE EXISTING MAST ARM POLE AND ALL ASSOCIATED EQUIPMENT.
GRADE AND BACKFILL.
EXISTING POWER FEED SHALL BE REMOVED BY BG&E AND MADE SAFE.

B. REMOVE EXISTING ELECTRICAL HANDHOLE AND BACKFILL.

C. CAP AND ABANDON EXISTING CONDUIT.

D. REMOVE EXISTING PEDESTAL POLE AND ALL ASSOCIATED EQUIPMENT.
GRADE AND BACKFILL.

E.. ABANDON EXISTING LOOP DETECTOR.
F. ABANDON EXISTING MICRO-LOOP PROBE.

PROJECT DESCRIPTION
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TO INTERCHANGE CONSTRUCTION.
MD 32 IS ASSUMED TO RUN

INTERSECTION OPERATION

UTILITY LEGEND

REMOVAL FOUNDATION 1
TRAFFIC SIGNAL CONTROLLER AND ALL AUXILIARY EQUIPMENT SHALL BE RETURNED TO SHA.

REMOVAL FOUNDATION 1

IN A NCRTH-SOUTH DIRECTION.
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11

LEFT TURN
YIELD
CN GREEN

O

R10-12
(30"%36"7)

X ISTING STGNAL HEADS
TO BE REMOVED

1,2,5-8 3

‘g’ (R)

()

:

ONS

12" @E’
12"/8"

s}

NEMA PHASING

FLASHING
OPERATION

Dz U4

IS

NOTE :
PHASES ASSOCIATED
PHASES ASSOCIATED

BY A DASHED LINE WILL OPERATE CONCURRENTLY.
BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY

BELOW

FT. BELOW

S0—SD— STURM DRAIN THE EXISTING TRAFFIC SIGNAL AND INTERSECTION WILL BE REMOVED.

G G GAS MAIN

W— WATER MAIN CONTROLLER REQUIREMENTS ]

S SR MAIN ies | THE EXISTING TRAFFIC SIGNAL CONTROLLER WILL BE REMOVED AND RETURNED TO
A6 —— AERIAL GABLES SHA.  THE CABINET WILL BECOME PROPERTY OF THE CONTRACTOR.

T T TELEPHONE CABLES

F F FIBER-DPTIC

EXISTING CONDUIT S0OUTH
TO NORTHBOUND HAZARD
IDENTIFICATION BEACON 7
TO BE REMOVED

REFER TO SIGNING PLANS
FOR DETAILS
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FEQUIPMENT LIST Ay, B & C
A. EQUIPMENT TO BE SUPPLIED BY SHA.
NONE
B. EQUIPMENT TO BE FURNISHED AND/OR INSTALLED BY THE CONTRACTOR.
- ITEM NQO. DESCRIPTION UNIT QUANTITY
800000 REMOVAL OF EXISTING TRAFFIC SIGNAL EQUIPMENT LS 1
STATE OF MARYLAND
C. SHA FORCES SHALL REMOVE THE CONTROLLER AND ALL AUXILIARY EQUIPMENT DEPARTMENT OF TRANSPORTATION
FROM THE CONTROLLER CABINET. THE CABINET AND ALL OTHER MATERIALS TO STATE HIGHWAY ADMINISTRATION
BE REMOVED BY THE CONTRACTOR SHALL BECOME THE PROPERTY OF THE OFFICE OF TRAFFIC & SAFETY
CONTRACTOR. TRAFFIC ENGINEERING DESIGN DIVISION
MD 32 (SYKESVILLE ROAD) AT
EAST LINDEN CHURCH ROAD
DAYTON, MARYLAND
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